
•  Recording speeds of 6 hours, 24 hours, 7 days, 31 days
•  Temperature ranges of –40 to 30°F, –20 to 50°F, 

or 50 to 120°F; –40 to 0°C, –30 to 10°C, 10 to 50°C
•  Battery backup

6" Temperature Circular-Chart Recorder with Digital Display
Internal temperature sensor monitors its immediate environment

6" Multi-Speed Temperature Chart Recorder with Remote Sensor
Measure and record temperature in air, gas, liquids, and solids

•  Portable, wall-mountable, or free-standing
•  Durable polycarbonate case
•  Quartz chart movement
•  Blinking “ON” light and low-battery indicator
•  9 V battery operation with one-year 

battery life
•  AC power adapter furnished for 115 VAC 

operation or 220 V

Catalog No. Model No. Description
TS-93889-60 SD120F7 Recorder, –20 to 120°F, 7 day  
TS-93889-50 SD120F24 Recorder, –20 to 120°F, 24 hour  
Accessories
TS-93889-72 S20120F7 Spare charts (60), 7 day  
TS-93889-70 S20120F24 Spare charts (60), 24 hour  
TS-80065-71 CRPENR Replacement ink pen (red)  
TS-80065-72 CRPEN Replacement ink pen (black)  
TS-17110-00 — NIST-traceable calibration with data  

SPECIFICATIONS
Accuracy 1°F ±1 digit
Chart speed accuracy ±1.5%
Chart diameter 6"
Ambient operating  temperature 32 to 150°F (0 to 65°C) 
Probe 15-ft long wire with 4" long submersible SS probe
Dimensions (W x H x D) 91⁄4" x 71⁄4" x 23⁄4" (235 x 184 x 70 mm)
Power 120 VAC/60 Hz

Catalog No. Model No. Description
TS-80060-02 CR87B Remote temperature recorder °F  
TS-80060-12 CR87BC Remote temperature recorder °C  
Accessories
TS-80065-71 CRPENR Replacement ink pen (red)  
TS-80065-72 CRPEN Replacement ink pen (black)  
TS-17110-00 — NIST-traceable calibration with data  

What's included: One box of 60 charts and pen.

What's included:  One box of 60 assorted charts and pen, stand.

Additional Charts (60/box) 
Temperature
Range

6 Hour 24 Hour 7 Day
Catalog No. Price Catalog No. Catalog No.

–40 to 30°F MC-80050-72  TS-80060-40  TS-80060-46  
–20 to 50°F TS-80060-74  TS-80060-41  TS-80060-47  
50 to 120°F TS-80060-76  TS-80060-42  TS-80060-48  
–40 to 0°C TS-80060-78  TS-80060-90  TS-80060-96  
–30 to 10°C TS-80060-82  TS-80060-91  TS-80060-97  
10 to 50°C TS-80060-84  TS-80060-92  TS-80060-98  

SPECIFICATIONS
Accuracy ±2% full scale
Chart size 6" diameter
Dimensions (W x H x D) 7" x 91⁄4" x 23⁄4" (178 x 235 x 70 mm)

Power One 9 V battery, 115 VAC power adapter  
or 220 volt, one year battery life.

MORE  
options available.
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