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SPECIFICATIONS
Gas Range
H2S 0 to 50, 100, 500, 1000 ppm
H2 0 to 1000 ppm, or 50% LEL
SO2 0 to 100, 250, 1000 ppm
CO 0 to 100, 500, 1000 or 5000 ppm
Methane 0 to 100% LEL
Methane 0 to 1,000 ppm
NH3 0 to 250, 500, 1000 ppm
Hydrocarbon 0 to 50, 100, 500 ppm or 1000 ppm
Freon® 0 to 250, 1000 ppm
Ethylene oxide 0 to 10, 50, 100, 500 ppm

General
Power usage 3.5 watt maximum
Readout range ppm, % LEL, or both (optimal digital)

Alarms Alarm light (red), fail light (yellow),  
audio sound alarm (steady tone)

Alarm point Variable setting in the meter
Panel controls Zero, span alarm setting, test and alarm  
Dimensions (W x H x D) 5" x 8" x 4" (127 x 203 x 102 mm)
Power 115 ±10 VAC, 50/60 Hz or 24 VDC

Analog Gas Detectors / Alarms
Monitor explosive and toxic gases over a long period of time
The wall mount unit is for use in an enclosed area. Remote  
sensor provides open space monitoring ability. At hazardous loca-
tions, explosion-proof sensors and their junction box housing 
meet NEC requirements for Class 1, Division 1, Group A-B-C-D.

•  Continuous 24-hour monitoring
•  Compact, durable units
•  Explosion-proof housing for sensor
•  Audio/visual alarms
•  Malfunction LED and test/checking alarm set switches
•  Infrequent maintenance and calibration required
•  Remote sensor reliable to 600 feet from controller
•  Relay contacts and recorder terminals

Catalog No. Model  
No. Description Range

Detectors with built-in sensor
TS-10119-83 22746 0 to 50 ppm    
TS-10119-97 75104 Hydrogen 0 to 50 % LEL  
TS-10119-92 75095 Sulfur dioxide 0 to 1000 ppm  
TS-10119-94 75101 Carbon monoxide 0 to 250 ppm  
TS-10120-16 751051 Combustible gas 0 to 100% LEL  
TS-10119-95 75102 Ammonia 0 to 1000 ppm  
TS-10120-15 75105 Combustible gas 0 to 1000 ppm  
TS-10120-24 75306 Freon 0 to 1000 ppm  
TS-10119-96 75103 LP gas/gasoline vapor 0 to 1000 ppm  
TS-10120-19 75303 LP gas/gasoline vapor 0 to 1000 ppm  
TS-10119-85 22748 Ethylene oxide 0 to 10 ppm  
TS-10119-86 22749 Ethylene oxide 0 to 10 ppm  
Detectors with remote sensor
TS-10119-84 22747 0 to 50 ppm  
TS-10120-20 75304 Hydrogen 0 to 50 % LEL  
TS-10119-93 75096 Sulfur dioxide 0 to 1000 ppm  
TS-10120-17 75301 Carbon monoxide 0 to 250 ppm  
TS-10120-22 753051 Combustible gas 0 to 100% LEL  
TS-10120-21 75305 Combustible gas 0 to 1000 ppm  
TS-10120-18 75302 Ammonia 0 to 1000 ppm  
TS-10120-23 75307 Freon 0 to 1000 ppm  
Calibration kit (gas mixtures)
TS-10120-25 2200101 Calibration kit, H2S, 50 ppm  
TS-10119-91 7200101 Calibration kit, hydrogen/air mixture  
MC-10109-87 3200102 Calibration kit, SO2, 100 ppm/Air  
TS-10119-88 4200104 Calibration kit, CO, 100 ppm/Air  
TS-10119-89 5200104 Calibration kit, NH3, 1000 ppm/Air  
TS-10120-27 6200102 Calibration kit, hexane, 1 kppm/Air  
TS-10120-26 8200101 Calibration kit, methane, 1000 ppm  
Note: Calibration kit includes one sample gas, one zero gas cylinder, 
one regulator and one plastic case.
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